
LED luminosity function to create an excellent scenery and a road stud for pedestrians and drivers
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I tem Spec Item Spec

Illumination system   Super Luminosity LED x 4ea size   W150 X H150 X D65

power system   Lithium Battery / 3.6V_19Ahr x 2ea

main material   AL Casting, Polycarbonate (Lens)

waterproof   IP68

service life

weight

  Lighting: 5years / Flickering : 10years

  2,500 g

  Night lights: Operated at sunset 100lx or lower

 Product Specification

lighting  method

High-strength PC case
/ Light diffusion bump

High brightness 
LED lens

Separation prevention
alignment pin

Ground settlement wing

llumination sensor

Slid - Resistant Bump / High 
corrosion and impact aluminimum

1300 244 569
www.safetypath.com

A Division of SmarterLite

Flash Point
Stud Light 



380m

Lighting Angle

(Features)

Item Type

HB10-BW
Battery

HB10-BY

23572040

23572041

GL 40˚31˚

Flash Point 

The world’s first nonelectric cordless smart battery system optimized for road conditions

Expressway. General road. Hi-pass. Rest area. Tunnel entrance
Code

● The battery-powered system has no restrictions on installation conditions.

● High brightness LED offers 380m or higher visibility.

● The smart low-power circuit fulfills a long life.

● Impact-resistant, dust proof and waterproof structure (IP68).

● Less installation and maintenance cost.

Application

www.safetypath.com


